
Technichal short check list

F3.04.02.06 | EN_10-22
Typing errors may occur. Technical details are subject to change.

Dimensions 1 OD 1 mm Dimensions 2 OD 2 mm

ID 1 mm ID 2 mm

or WS 1 mm or WS 2 mm

or SDR1 no or SDR2 no

Material 1  carbon steel Material 2  carbon steel

 SS  SS

 GRP  GRP

 PE / PP  PE / PP

 PVC  PVC

 other  other

Coupling  pull-out resistant Casing  ss  galv.

 axially flexible Lock part  ss  galv.

 repair type Pressure working pressure bar

test pressure bar

(system pressure) bar

vacuum mbar

Pipe gap R max. mm

Quantities

Remarks

STRAUB solution
(to be completed
by STRAUB)

Signature Date

STRAUB Werke AG
Straubstrasse 13, CH-7323 Wangs
Tel: +41 81 725 41 00  |  www.straub.ch

Medium  air Temperature max. °C

 water min °C

 gas

 fuel

 chemical products

Specification

chem. formula

Concentration
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	Unbenannt

	Issued by: 
	Client: 
	Date: 
	OD 1: 
	WS 1: 
	SDR1 no: 
	ID 1: 
	chem: 
	 formula: 

	Concentration: 
	Specification: 
	Quantities: 
	R max: 
	ID 2: 
	WS 2: 
	SDR2 no: 
	working pressure: 
	test pressure: 
	system pressure: 
	vacuum: 
	max: 
	OD 2: 
	min: 
	pull-out resistant: Off
	repair type: Off
	air: Off
	water: Off
	gas: Off
	fuel: Off
	chemical products: Off
	carbon steel: Off
	SS: Off
	GRP: Off
	PVC: Off
	other: Off
	axially flexible: Off
	galv: Off
	SS2: Off
	carbon steel2: Off
	GRP2: Off
	PE / PP: Off
	PVC2: Off
	other2: Off
	SS3: Off
	SS4: Off
	galv2: Off
	PE / PP2: Off
	Remarks: 


